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VALKYRIE CB IP65 
Conventional Wall Mounted 
Beacon Outdoor Use-IP65 

 

The VALKYRIE CB IP65 is a Wall Mounted Conventional Beacon produced using the latest high intensity LED technology                  

and use extremely low levels of current consumption providing a highly visible flash. It is specifically designed to be used                    

outdoors. 

 

 
TECHNICAL SPECIFICATIONS 

SUPPLY VOLTAGE 20 V to 30 V DC 

LOOP CURRENT - QUIESCENT 0.5 mA 

LOOP CURRENT - ALARM BEACON 3 mA Max. 

MAX. CABLE SIZE 2.5 mm² 

OPERATING TEMPERATURE -25ºC to 70ºC 

MAX. HUMIDITY 95% RH Non-Condensing 

CASE MATERIAL ABS 

COLOUR Red 

PROTECTION CATEGORY IP65 - Type B - Outdoor use 

DIMENSIONS 112 (D) x 82 (H) mm 

WEIGHT 205 g - inc. sounder base / 240 g - inc. packaging 

 
ORDER CODE 

VALKYRIE CB IP65 CONVENTIONAL WALL MOUNTED BEACON - IP65 RATED 
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The VALKYRIE CB IP65 is a Wall Mounted Conventional Beacon produced using the latest high intensity LED technology
and use extremely low levels of current consumption providing a highly visible flash. It is specifically designed to be used
outdoors.

  TECHNICAL SPECIFICATIONS 

SUPPLY VOLTAGE  20 V to 30 V DC
LOOP CURRENT - QUIESCENT  0.5 mA
LOOP CURRENT - ALARM BEACON  3 mA Max.
MAX. CABLE SIZE  2.5 mm²
OPERATING TEMPERATURE  -25ºC to 70ºC
MAX. HUMIDITY  95% RH Non-Condensing
CASE MATERIAL  ABS
COLOUR  Red
PROTECTION CATEGORY  IP65 - Type B - Outdoor use
DIMENSIONS  112 (D) x 82 (H) mm
WEIGHT  205 g - inc. sounder base / 240 g - inc. packaging

  ORDER CODE

VALKYRIE CB IP65   CONVENTIONAL WALL MOUNTED BEACON - IP65 RATED
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