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GFE-MCPE ADAPTER PLATE

GFE-MCPE-C

  GFE-MCPE-A

GFE-MCPE-AI

GFE-MCPE ADAPTER PLATE accessory enables installation of MCPE manual call point range directly to a single gang 

electrical box, offering a low profile mounting option.

Adapter is compatible with following call points:

   conventional manual call point

 addressable manual call point

   addressable manual call point with Loop isolator

Low Profile Mounting Adapter

TECHNICAL SPECIFICATIONS

ORDER CODE
GFE-MCPE-ADAPTER PLATE LOW PROFILE MOUNTING ADAPTER

COLOUR

CASE MATERIAL

DIMENSIONS

WEIGHT

Red (standard); other colours available

ABS

92 (L) x 92 (W) mm

23,5 g
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ADAPTER PLATE
Low Profile Mounting Adapter

GFE-MCPE ADAPTER PLATE accessory enables installation of MCPE manual call point range directly to a single gang
electrical box, offering a low profile mounting option.

Adapter is compatible with following call points:
GFE-MCPE-C  conventional manual call point
GFE-MCPE-A  addressable manual call point
GFE-MCPE-AI  addressable manual call point with Loop isolator

  TECHNICAL SPECIFICATIONS

COLOUR Red (standard); other colours available
CASE MATERIAL ABS
DIMENSIONS 92 (L) x 92 (W) mm
WEIGHT 23,5 g

  ORDER CODE

GFE-MCPE-ADAPTER PLATE  LOW PROFILE MOUNTING ADAPTER
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